
Be heard
Command Intercom System
CIS 3000 Substations



PHONTECH command intercom system
3000 is developed and designed for use in
hostile marine environment.
Our system will at all time give you a good

and safe way of internal communication
by means of modern reliable technics and
experienced workmanship.

Cabin substation with combined
loudspeaker/microphone.

DATA 9001
Function
• Call button.
• Privacy circuit:

Privacy (talk) button must be pressed during
two-way communication.

Dimensions
W: 100 mm
H: 130 mm
D:   52 mm

Weight
0,4 kg.

Design
Made for flush or bulkhead mounting.
• Front in alu.zink plated steel, painted with RAL 9006. 

Silkprinted black.
• Box made of black PC/ABS blend (flame retardent).
• Ingress protection: IP-30.

Cable Requirement
1 pair  with outer screen, min cond. area: 0,5 sq. mm.

This unit is a low-speaking "telephone" substation
specially designed for console mounting. (ECR, CCR).
However, by use of a back-box it can also be bulkhead
mounted.

DATA 0035
Function
• Call lamp.
• Solid handset with noice cancelling microphone.
• Optionally extra handset connection.
• Call button for signal to master station.
• Built-in call relay for connection of extra signal

device(s). Capacity of relay is 2A:
24VDC max. load: 48W
115VAC max. load: 230W
220VAC max. load: 440W

Dimensions
W: 154 mm - H: 244 mm - D: 153 mm (with box)
required cut-out opening:
W-134, H-214 mm.

Weight
1,9 kg

Design
Front and backbox made of painted nickel plated mild
steel. Made for flush or bulkhead mounting.

Colour
Black with white silk print.

Cable Requirement
2 pairs  with outer screen, min cond. area: 0,5sqmm.

CABIN SUBSTATION 9001 SUBSTATION 0035
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Mechanical Layout



WATHERPROOF SUBSTATION 9004 
+ HORNSPEAKER

Weatherproof call unit for connection of external
loudspeaker.

DATA 9004
Function
¥ Call button.

Dimensions
W: 100 mm - H: 130 mm - D: 52 mm..

Weight
0,3 kg.

Design
¥ Front in ACID resistant steel AISI 316 RAL 9006. 

Silkprinted black.
¥ Box made of black PC/ABS blend (ßame retardent).
¥ Ingress protection: IP-65.

Cable Requirement
1 pair with outer screen, min. cond. area 0,5 sq. mm..

Weatherproof substation with call lamp and plug for
headset connection.

DATA 9003
Function
¥ Call  button.
¥ Built in relay for extra signal device (max 2A):

24VDC - Max load 48W.
115VAC - max load 230W.
230VAC - max load 460W.

¥ Connection of external loudspeaker possible.

Dimensions
W: 100 mm - H: 130 mm - D: 52 mm.

Weight
0,3 kg.

Design
¥ Front in alu.zink plated steel, painted with RAL 9006. 

Silkprinted black.
¥ Box made of black PC/ABS blend (ßame retardent).
¥ Ingress protection: IP-44.

Cable Requirement
2 pairs with outer screen, min. cond. area 0,5sqmm.

ENGINE SPACE SUBSTATION 9003 
+ HEADSET 0005

Headset type 0005
Solid industrial headset for
maximum noice attenuation and
optimal communication quality
in noisy areas. 0005 is equipped
with 10 m cable and plug.

Suitable weatherproof loudspeakers to be connected 
to 9004: HP-10, HP-15, GL-110-110-00. 8-20 ohm. 


